
GLULAM CLADDING
Made from Northern Swedish spruce



25 mm thickness
215/250/300 mm width
Horizontal or vertical 
installation
Three profiles: 
single chamfer, 
double chamfer and 
square edges

 

Durable
High quality
Strong
Quick and easy to 
work with

Lamtech manufactures and supplies 
edge glued panels, stair treads and 
blanks for the joinery, construction 
and staircase industries.

Interested? Get in touch
Lamineringsteknik i Hammerdal AB
Edevägen 13, 833 41 Hammerdal
SWEDEN
+46 644 108 92  |  info@lamtech.se

LAMTECH’S GLULAM CLADDING
Manufactured from strong, high quality Northern Swedish 
spruce. Thanks to the construction with glued laminations 
and vertical annual rings, our glulam cladding is a 
product with minimal movement and a lower tendency 
to split than conventional exterior cladding. It is a durable 
and reliable material with a long service life and straight-
forward installation.

With a thickness of 25 mm and produced in the generous 
face widths of 215 mm, 250 mm or 300 mm, the glulam 
cladding gives the façade a solid, substantial appearan-
ce. Installation can be carried out both horizontally and 
vertically, offering good design flexibility. The cladding is 
always supplied with end matching, resulting in low waste 
and good cost efficiency on site.


